
Check the hole dimensions that you have marked
carefully before drilling. With both the top and
bottom marks as indicated, check that you have
enough clearance above this position to slide the lid
over the body after it is attached to the upright.

Carefully measure up from the base plate on the
bottom of the vertical upright 29 Y2" and mark this spot
in the center of the upright. Using the inside body of
the MOODLIGHT mark the second hole below the
first using the mounting hole in the rear bracket of the
box.

Carefully drill first the top mounting hole, and then
the bpttom-mounting hole. Be careful to mount in
the center of the upright. If as shown there is a rib
in the exact center of the upright, it is important to
drill the two holes carefully in the center of this rib.
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When installing the deluxe snap on track, NOTE:
the rear track will m9£. into the front track. Make
sure that it does ~ The front track should be
positioned so the fiber fits below the top rail cap at
each joint.
Holding the front and back sections of track press
fit the fiber optic cable into the small "U" opening
in the lower front part of the track below the top
ledge. Work from one side and go around the
entire pool.
NOTE: THERE IS NO TRACK SUPPORT
BELOW THE TOP OVER CAP SECTIONS.,- .
Be careful to feed the extra fiber optic cable back to
the outside over the pool wall and attach to the
underside of the top ledge outside the pool, out of
sight.
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Before you plug in the light box and try your unit, check that the electrical outlet that you plan to use is protected by a
G.F.C.I (ground fault circuit interrupter). This is for your protection and safety. If you have any problems or concerns Call
Fiber optic Technologies @ 1-877-949-9477.
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