
Check the hole dimensions that you have marked
carefully before drilling. With both the top and
bottom marks as indicated, check that you have
enough clearance above this position to slide the lid
over the body after it is attached to the upright.

Carefully drill first the top mounting hole, and then
the bottom-mounting hole. Be careful to mount in
the center of the upright. If as shown there is a rib
in the exact center of the upright, it is important to
drill the two holes carefully in the center of this rib.
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Before you plug in the light box and try your unit, check that the electrical outlet that you plan to use is
protected by a G.F.C.I (ground fault circuit interrupter). This is for your protection and safety. If you
have any problems or concerns Call Fiber optic Technologies @ 1-877-949-9477.

SPECIAL INSTRUCTIONS

The fiber tubing runs directly from the bottom of the vertical box to the side of the support upright.
The two fiber cables are run vertically to the underside of the top ledge and routed through and over
the top of the wall under the top ledge to the front side.
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The ease of running the fiber cable from the box to the top ledge through the hollow under the top
ledge besides the support post allows for all but a small portion of the fiber cable to be completely
hidden from view.

There is a black-mounting track that slips under the lip of the vertical support post to hide the cable on
the outside of the pool wall

ROUTING OF THE FIBER CABLE:
y ou should not have to remove the fiber port from the bottom of the light box.

Run the fiber under the lip of the pool adjacent to the vertical support post that the light box is to be
mounted on. Holding the loop in your hand, slide the full amount of the cable to the inside of the pool
over the top ledge of the pool sidewall, to the pool under the top rail.


